
elegante y decorativo ● fabricación de envases
Production line for biscuit (cookie) round tins diameters Ø 185, Ø 190 and Ø 218 mm

Pre-owned manufacturing line consisting of: Meltog 613 BodyMaker (all diameters), double Meltog DBN2
flanging and beading machine (diameter 185 and 190 mm), double Meltog RSET seaming machine (diameter
185 and 190 mm), Klinghammer 331 combination machine (diameter 218 mm). Speed for Ø 185 and 190 mm is
3600 cans per hour and for Ø 218 mm is 1000 cans per hour. Sizes are 185*92 mm, 185*135 mm, 190*70 mm,
218*118 mm and 218*168 mm. The material grade 0,22-0,23 mm and TH415 or TS275. Includes toolings for
bottom and cover.

Especificaciones técnicas
CazProductNumber
EMPRESA 6570

Nombre Production line for biscuit (cookie) round tins diameters Ø 185, Ø 190 and Ø 218 mm
Herramientas 185 & 190 & 218 mm
Año de construcción 1995
Forma del envase round
Velocidad hasta 1000-3000 cans per hour

Videos
Encuentre el video en nuestro sitio web en la siguiente URL:
https://www.cazander.es/products/6570-production-line-for-biscuit-cookie-round-tins-diameters-oe-185-oe-190-
and-oe-218-mm

Fotos
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